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PRODUCT SPECIFICATION

Hudson Lighting Ltd

01 Product overview

Single Wall Spot light

Product code

Product
reference

Rated power
(standard LED)

Ingress
protection

Standard cable
length

Standard weight

Warranty period
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Specification notes revision: 0
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WALL

16

3.6 W

IP68

0.20m

220 g

10 years
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02 Light & electrical

Available LED options (colour / 2700K/ 1.6W
power) 2700K / 2.6W
2700K / 3.6W
2200K/ 1.6W
Monochromatic Amber (Better in the case of Turtle/Bats/Wildlife)
/1.6W

03 Mechanical & construction

Body material by finish Black powder coat: CNC machined 6082-T6 aluminium
Green powder coat: CNC machined 6082-T6 aluminium
Brass: CNC machined Brass CZ121
Copper: CNC machined Copper C101
CorTen Powder coat: CNC machined 6082-T6 aluminium
CUSTOM RAL: CNC machined 6082-T6 aluminium
Terra brown (formerly Bronze (RAL 8040)): CNC machined 6082-T6
aluminium
Solid Bronze: CNC machined Bronze CA104

Available finishes Black powder coat; Green powder coat; Brass; Copper; CorTen
Powder coat; CUSTOM RAL; Terra brown (formerly Bronze (RAL
8040)); Solid Bronze

04 Service & circularity

TM66 assessment score 2.6

05 Ordering

Available options Glare guard (Micro); Pre aging of Brass, Copper or Bronze;
Upgrade CRI to 95 - Not applicable to Amber and not available on
3.6W; direct to 230V Base (63mm in diameter)
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